
• Captures the un-compressed HD-SDI output of your camera using a world-class  
4:2:2 full-raster (1920x1080i/p) MPEG2 CODEC at bit-rates of up to 100 Mbps  
(4X HDV), or I-Frame Only at bit-rates of up to 160Mbps.

• Virtually eliminates motion-artifacts, mosquito-noise and keying problems. 

• HD/SD-SDI: 1080i, 1080p, 1080psf, 720p.

• Superb 24-bit uncompressed audio, with user selectable embedded or external  
mic/line inputs.

• The ALL solid state, silent, low-power, fanless, camera-mountable , rugged design.

• 4 CompactFlash slots for recording media.

• Up to 5 hours of recording time without swapping cards (@50Mbps using 4 x     
32Gb CompactFlash cards). 

• Selectable Quality / Record Rates 
- Master Quality - I-Frame Only : 160 Mbps 4:2:2 I-Frame Full-Raster
- Master Quality - Long GOP : 100 Mbps 4:2:2 Long-GOP Full-Raster 
- Broadcast TV Mode: 50 Mbps 4:2:2 Long-GOP Full-Raster
- Proxy Mode: 19 Mbps 4:2:0 Long-GOP 1440x1080

• Quicktime and MXF file formats for easy transfer to leading NLE programs:
- Final Cut Pro: All Formats 
- Avid Media Composer: All Formats 
- Edius: All Formats 
- Matrox Axio: All Formats 
- Vegas: Long-GOP Formats only 
- Premiere: 35 Mbps 4:2:0 only 

• Additional features include 24p pull-down removal, time-lapse recording, pre-record 
buffer, redundant recording and more.

Options:  
- ASI I/O for microwave uplink and IP connectivity.
- 8/10 Bit Full Uncompressed Option.

FlashXDR – Portable tapeless MPEG-2 HD encoder/recorder/player

Unlock the Quality Potential of your existing Camera  – upgrade video
quality with FlashXDR. Enjoy the Benefits of Tapeless Workflow

HD-SDI Camcorders

(4 CF Slots)

HD-SDI
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• Dimensions: 8” x 6” x 2.5”
(203 x 152 x 63mm)

• Weight: 2.7 Ibs (1.2 kg)
• Power: 10 Watts



Lexar Stackable
FireWire800 Reader

High-Performance
Solid-State Media

Approximate Recording Time (Four 32GB Cards)

Transcend 32GB 133x
CompactFlash® Card

Video
Format

720p50@ 
50 Mbps

1080i60 @ 
50Mbps

1080i60 @ 
100 Mbps

1080i60 @ 
18 Mbps

Record 
Time

4 Hours
44 minutes

4 Hours
44 minutes

2 Hours
22 Minutes

13 Hours
Proxy Recording

Innovative CompactFlash Based Design
• Uses Industry-standard, non-proprietary memory
• Widely available, low-cost
• Hot-swappable, non-volatile, highly reliable and re usable 
• Long-life: 10K Insertions / Removals

Powerful File-Based Tapeless Workflow
• Industry Standard Quicktime and MXF File Formats
• XML Based MetaData
• Play/Edit directly from the Compact Flash Card
• No transcode or data re-wrap required
• High-speed transfer via USB, Express Card, or Firew ire-800

True “Field” Recorder
• Small Size, Lightweight, Solid State, Low Power, No  Fans

Dimensions: 8” x 6” x 2.5” (203 x 152 x 63mm)
Weight: 2.7 Ibs (1.2 kg)
Power: 10 Watts

• Maintenance Free Design, no mechanical moving parts .
• Rugged Industrial Design: lightweight aluminum chas sis with
a protective rubberized jacket.

• All Solid-State design means no heads to crash, tap es to jam,
or moving parts to fail.

• Professional XLR and Hirose Connectors.
• Multiple units can be triggered simultaneously.
• Camera/Equipment mounting plate included.

Unique Recording Capabilities
• Time-Lapse Recording (I-Frame Only)
• Pre-Record Buffer
• 24p Pulldown Removal and Image Flip
• Audio / Video Sync Adjustment
• Redundant Recording Capability
• Record Options: Record Button, Remote Control,
Incrementing Time-Code.

Outstanding Audio / Video Quality
• High Quality Sony MPEG2 CODEC
• 4X the Data-Rate of HDV
• MPEG2 4:2:2 Full-Raster (1920 x 1080)
• Long-GOP up to 100 Mbps, I-Frame Only up to 160 Mbp s
• 16/24-Bit Uncompressed Audio
• Future 8/10 Bit Full Uncompressed Option

Outstanding  A/V Quality / Tapeless Workflow

CF � NexTo Drive
(eData Backup and 

Media Management)
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Top View
LCD Panel, Function Keys,
Status LEDs, Record,Stop and 
Play Buttons

End View
Power In (XLR), HP Out, GPIO,RS-422,
On/Off, TC I/O, 1394,SDI Out, SDI/ASI Out, 
SDI/ASI In 

Right Side View 
Audio Inputs (L & R)
Combo Audio
Outputs

Bottom View
IDX, Anton Bauer and
Tripod Mounts

Left Side View
CompactFlash Slots shown
with and without Cover
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Applications 

• Upgrade video quality using the built-in recording capability of your existing camera   
4:2:0   ------- to 4:2:2 
1440 x 1080  ------ to 1920 x 1080 raster 
25/35 Mbps   ------- to 100/160 Mbps 
Long-GOP and I-Frame 

• Upgrade to tapeless workflow, Video Assist 

• Military, Airplanes, Race-cars, Helicopters, Helmet  Cameras

• Live-Event recording (churches, concerts, etc), new s pool feed

• OB Trucks: ASI to Microwave / Satellite Uplink; Dig ital Signage

• Museums, 3-D, Theaters, Amusement Parks, Client Rev iew 

• Sports, Nature shoots, Cinematography, Film Documen taries, Drama, Episodic TV, Commercials 

• POV cameras, DSLRs, SDI Switchers, ASI Encoder.

• Sports, Medical, Corporate, ENG, EFP cameras.


